/

ng_btsocket rfcomm
_connect_cfm

ng_btsocket_rfcomm
_pcb_kill

ng_btsocket rfcomm
_send_command

ng_btsocket rfcomm_fcs3

ng_btsocket rfcomm
_untimeout

}]_btsocket_rfcom m_crc

ng_btsocket rfcomm
_send_pn

ng_btsocket rfcomm
_send_uih

/I_n'g_btsocket_rfcom m_fcs2



$d2/de8/ng__btsocket__rfcomm_8c.html#a50936a856f2117a7a862e2d9da95bd25
$d2/de8/ng__btsocket__rfcomm_8c.html#a9de9a58a141bd76f3af3cdf1b19ff58f
$d2/de8/ng__btsocket__rfcomm_8c.html#a5547241ea10639f83fd2f6e4828ca31b
$d2/de8/ng__btsocket__rfcomm_8c.html#abd94ca7fb70470b5424a67fbb93a76a0
$d2/de8/ng__btsocket__rfcomm_8c.html#a6462d5034d74875d7794293a0a67a1c6
$d2/de8/ng__btsocket__rfcomm_8c.html#ab126fa7f2228bc914b751590de42a162
$d2/de8/ng__btsocket__rfcomm_8c.html#ab4dde4b174dde1a5e5fd1721b1603521
$d2/de8/ng__btsocket__rfcomm_8c.html#accea6770f242c7a93da6d0e73e208311

