ng_btsocket |2cap_pcb
_by token

ng_btsocket_|2cap_result2errno

ng_btsocket |2cap process
_l2ca_con_req_rsp

> _l2ca_cfg_req

ng_btsocket [2cap_send

ng_btsocket_|2cap_timeout | | bluetooth_|2cap_ertx

ng_btsocket |2cap_untimeout

_timeout

ng_btsocket |2cap_send
_l2ca_discon_req

ng_btsocket |2cap_process
_timeout



$dc/d0f/ng__btsocket__l2cap_8c.html#a6e74fb251f3e56785f836fde6b9ce1ea
$dc/d0f/ng__btsocket__l2cap_8c.html#a950fa90ca97e8ca76082845ac01fe4e5
$dc/d0f/ng__btsocket__l2cap_8c.html#a99b3902ad3f7837bceeb1e5a7a0227eb
$dc/d0f/ng__btsocket__l2cap_8c.html#a1ef7503a8d3939edd709d673fd0024f4
$dc/d0f/ng__btsocket__l2cap_8c.html#a96b7caa4845ee2fb971663a850801b7d
$dc/d0f/ng__btsocket__l2cap_8c.html#a60eef14a2312d57aaf076e3735f4cbf4
$dc/d6a/ng__bluetooth_8c.html#a0b2550e31c19c286b6c2de6f2dbf0736
$dc/d0f/ng__btsocket__l2cap_8c.html#a4e395c2948c1db7ef8243883ac4484bf

